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WOOD FRAME TYPICAL 
CONSTRUCTION DETAILS 
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A. REFERENCES: 
 
 1. 2013 California Building Code (CBC) 
 2. San Juan Capistrano Municipal Code (SJCMC) 
 3. San Juan Capistrano Public Handout Number C-2 "Plans Required" 
 
B. APPLICATION: 
 
 The following details apply to conventional light-frame construction designed in 

accordance with CBC Section 2308.  Framing members not included in the CBC Chapter 
23 span tables may require engineering.  All structures shall be designed to resist both 
vertical and horizontal loads.  Refer to City’s Handout A-6 "Who Can Prepare Construction 
Documents." 

 
C. FRAMING DETAILS:  
 
 The size, height and spacing of studs shall be in accordance with Table 2308.9.1 
 
 
D.        CBC TABLE 2304.9.1 - FASTENING SCHEDULE 
 
 
1  Common or box nails may be used except where otherwise stated. 
2  Nails spaced at 6 inches on center at edges, 12 inches at intermediate supports except 6 inches at all supports where 
   spans are 48 inches or more.  For nailing of wood structural panel and particleboard diaphragms and shear walls, 
   refer to Sections 2315.3.3 and 2315.4.  Nails for wall sheathing may be common, box or casing. 
3  Common or deformed shank. 
4  Common. 
5  Deformed shank. 
6  Corrosion-resistant siding or casing nails conforming to the requirements of Section 2304.3. 
7  Fasteners spaced 3 inches on center at exterior edges and 6 inches on center at intermediate supports. 
8  Corrosion-restraint roofing nails with 7/16-inch-diameter head and 1 1/2-inch length for 1/2-inch sheathing and  
   1 3/4-inch length for 25/32-inch sheathing conforming to the requirements of Section 2304.3. 
9  Corrosion-resistant staples with nominal 7/16-inch crown and 1 1/8-inch length for 1/2-inch sheathing and 1 1/2-inch 
   length for 25/32-inch sheathing conforming to the requirements of Section 2304.3. 
10 Panel supports at 16 inches [20 inches if strength axis in the long direction of the panel, unless otherwise marked]. 
   Casing or finish nails spaced 6 inches on panel edges, 12 inches at intermediate supports. 
11 Panel supports at 24 inches.  Casing or finish nails spaced 6 inches on panel edges, 12 inches at intermediate 
   supports. 
 
**THIS HANDOUT IS SIMPLY TO MAKE CERTAIN PARTS OF THE CODE MORE ACCESSIBLE AND 
SHOULD BE USED ONLY AS A GUIDELINE** 
 


