CONSTRUCTION NOTES

1. REFER TO DRAWINGS W – 1 OR W – 2 FOR ACCEPTABLE MATERIALS.

2. MARK AIR–VAC PER SECTION 15151.

3. PROVIDE AND INSTALL AIR–VAC PER SECTION 15089.

4. SET BACK DISTANCE PER TRAFFIC REQUIREMENTS, OR 30”; WHICH EVER IS GREATER.

5. INSTALL PIPE VERTICAL OR SLOPED UPWARDS AT ALL POINTS.
VALVE ASSEMBLY LOCATION PLANS

FACE OF CURB

3' OR WIDER PARKWAY

SIDEWALK 6' WIDE OR LESS

30" MIN

A

B

SIDEWALK CASE 2

(NO SIDEWALK PLANNED)

OR

SIDEWALK NOT ADJACENT TO CURB

CASE 1

SIDEWALK ADJACENT TO CURB

CONC PAD

VALVE BOX

VALVE COVER

AIR & VACUUM RELIEF LOCATION

CITY OF SAN JUAN CAPISTRANO

WATER SERVICES MANAGER

APPROVED 1/15/03

STD. NO. W-16

REVISIONS

NO. DATE APPROVED

W-16 SHEET 2 OF 2